ww Walk-Through Comparison Chart

Features and Specifications Multi Zone  PD 6500i Paragon

Ambiscan Anti-Fatigue - Two Different Sensitivities; One for Entrance,
One for Exit. v

Ambiscan Protect & Prevent - Two Different Programs; One for
Entrance, One for Exit

Crosspiece Storage Compartment for Charging Hand-Held Detectors Offline.

IP 65-rated Dust and Moisture Resistant Standard Construction.

Minimum 66 Detection Zones for Pinpoint Accuracy and Expedited Search.
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Zero Touch NFC for Wireless, Touchless, Secure Setup and Programming.

Bilateral Screening for Field Uniformity Throughout Detector Archway
Providing Equal Detection Capabilities for Floor Level Screening.

Dual Transmit and Receive in Both Panels (detection uniformity and dual-
sided analysis, same as having two detectors in one unit).

Minimum 23 Standard Preloaded Programs to Accommodate any Security
Level Requirement (key card not required).

200 Steps of Adjustable Sensitivity Settings (for precise control setting). v

Can Integrate With Various Industry Technologies (cameras, door locks,
turnstiles, etc.)
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Detection of Magnetic (ferrous), Non-Magnetic (non-ferrous), and Mixed Alloy
Metals (ferrous and non-ferrous).

Free Online Garrett Virtual Academy Training.

High Throughput Rate (processes up to 60 people per minute).
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Random Alarm Setting.



https://www.natuv.com/contact/

